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�&�I�R�I�¤�X�W

• Radial leaded technology
• Conformally coated
• 0.100", 0.200", 0.250" and 0.400" lead spacing
• +10°C to +85°C operating temperature range
• Lead (Pb)-free, RoHS and REACH compliant
• DC voltage ratings of 25 V, 50 V, 100 V, 200 V, and 250 V

Overview

KEMET’s Goldmax conformally coated radial leaded 
ceramic capacitors in Z5U dielectric feature an 85°C 
maximum operating temperature and are considered 
1
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�&�I�R�I�¤�X�W���G�S�R�X���H

�u���'�E�T�E�G�M�X�E�R�G�I���S�J�J�I�V�M�R�K�W���V�E�R�K�M�R�K���J�V�S�Q�����������T�*���X�S���������q�*
�u���%�Z�E�M�P�E�F�P�I���G�E�T�E�G�M�X�E�R�G�I���8�S�P�I�V�E�R�G�I�W���S�J���r�����	���E�R�H���������	���—�����	��
• Non-polar device, minimizing installation concerns
�u���������	���T�Y�V�I���Q�E�X�X�I���X�M�R���T�P�E�X�I�H���P�I�E�H���¤�R�M�W�L���E�P�P�S�[�M�R�K���J�S�V���I�\�G�I�P�P�I�R�X���W�S�P�H�I�V�E�F�M�P�M�X�]
�u���7�R�4�F���T�P�E�X�I�H���P�I�E�H���¤�R�M�W�L���S�T�X�M�S�R���E�Z�E�M�P�E�F�P�I���Y�T�S�R���V�I�U�Y�I�W�X�����7�R�������4�F�����
�u���)�R�G�E�T�W�Y�P�E�X�M�S�R���Q�I�I�X�W���¥�E�Q�E�F�M�P�M�X�]���W�X�E�R�H�E�V�H���9�0�������:�i��

�%�T�T�P�M�G�E�X�M�S�R�W

Typical applications include limited temperature, decoupling and bypass. 

�%�T�T�P�M�G�E�X�M�S�R���2�S�X�I�W

These devices are not recommended for use in overmold applications and/or processes. 

�4�E�G�O�E�K�M�R�K���'���7�T�I�G���3�V�H�I�V�M�R�K���3�T�X�M�S�R�W���8�E�F�P�I

�4�E�G�O�E�K�M�R�K���8�]�T�I1 �4�E�G�O�E�K�M�R�K���+�V�E�H�I���3�V�H�I�V�M�R�K���'�S�H�I�����'���7�T�I�G�

Bulk Bag �2�S�X���V�I�U�Y�M�V�I�H�����&�P�E�R�O�

12" Tape & Reel (16.0±0.5 mm lead length) 7301

12" Tape & Reel (18.0 mm minimum lead length) 7303

Ammo Pack (16.0±0.5 mm lead length) 7305

Ammo Pack (18.0 mm minimum lead length) 7317

1 �(�I�J�E�Y�P�X���T�E�G�O�E�K�M�R�K���M�W�����&�Y�P�O���&�E�K�������%�R���S�V�H�I�V�M�R�K���G�S�H�I���'���7�T�I�G���M�W���R�S�X���V�I�U�Y�M�V�I�H���J�S�V�����&�Y�P�O���&�E�K�����T�E�G�O�E�K�M�R�K�����&�Y�P�O���F�E�K���S�T�X�M�S�R���M�W���V�I�U�Y�M�V�I�H���J�S�V���7�M�^�I���7�X�]�P�I���'���������E�R�H��
�'�� ������

1�����8�E�T�I���E�R�H���6�I�I�P�����T�E�G�O�E�K�M�R�K���S�T�X�M�S�R���M�W���R�S�X���E�Z�E�M�P�E�F�P�I���J�S�V���7�M�^�I���7�X�]�P�I���'���������E�R�H���'�����������*�S�V���Q�S�V�I���M�R�J�S�V�Q�E�X�M�S�R���W�I�I�����4�E�G�O�E�K�M�R�K���5�Y�E�R�X�M�X�M�I�W����
1�����%�Q�Q�S���4�E�G�O�����T�E�G�O�E�K�M�R�K���S�T�X�M�S�R���M�W���R�S�X���E�Z�E�M�P�E�F�P�I���J�S�V���7�M�^�I���7�X�]�P�I���'�����������'�����������'���������E�R�H���'�����������*�S�V���Q�S�V�I���M�R�J�S�V�Q�E�X�M�S�R���W�I�I�����4�E�G�O�E�K�M�R�K���5�Y�E�R�X�M�X�M�I�W����
1�����%�Q�Q�S���4�E�G�O�����E�R�H�����8�E�T�I���E�R�H���6�I�I�P�����T�E�G�O�E�K�M�R�K���S�T�X�M�S�R�W���L�E�Z�I���X�L�I���W�E�Q�I���P�I�E�H���X�E�T�I���G�S�R�¤�K�Y�V�E�X�M�S�R�����*�S�V���Q�S�V�I���M�R�J�S�V�Q�E�X�M�S�R���W�I�I�����8�E�T�I���
���6�I�I�P���4�E�G�O�E�K�M�R�K��

Information".

�5�Y�E�P�M�¤�G�E�X�M�S�R���'�I�V�X�M�¤�G�E�X�M�S�R

�'�S�Q�Q�I�V�G�M�E�P���+�V�E�H�I���T�V�S�H�Y�G�X�W���E�V�I���W�Y�F�N�I�G�X���X�S���M�R�X�I�V�R�E�P���U�Y�E�P�M�¤�G�E�X�M�S�R�����(�I�X�E�M�P�W���V�I�K�E�V�H�M�R�K���X�I�W�X���Q�I�X�L�S�H�W���E�R�H���G�S�R�H�M�X�M�S�R�W���E�V�I��
referenced in Table 2, Performance & Reliability.
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�)�R�Z�M�V�S�R�Q�I�R�X�E�P���'�S�Q�T�P�M�E�R�G�I

�0�I�E�H�����4�F����J�V�I�I�����6�)�%�'�,���E�R�H���6�S�,�7���G�S�Q�T�P�M�E�R�X���[�M�X�L�S�Y�X���I�\�I�Q�T�X�M�S�R�W���[�L�I�R���S�V�H�I�V�I�H���[�M�X�L���E���������	���X�M�R�����7�R����[�M�V�I���P�I�E�H���¤�R�M�W�L��
�4�V�S�H�Y�G�X���S�V�H�I�V�I�H���[�M�X�L���X�M�R�����P�I�E�H�����7�R�������4�F��������[�M�V�I���P�I�E�H���¤�R�M�W�L���H�S���R�S�X���Q�I�I�X���6�S�,�7���G�V�M�X�I�V�M�E��

�7�I�V�M�I�W
�8�I�V�Q�M�R�E�X�M�S�R��

�*�M�R�M�W�L 
���;�M�V�I���0�I�E�H�

RoHS  
�'�S�Q�T�P�M�E�R�X

RoHS  
�)�\�I�Q�T�X�M�S�R��

�'�S�H�I

�6�)�%�'�, 
�'�S�Q�T�P�M�E�R�X1

Halogen  
Free

300 (C3XX)
100% Matte Sn Yes n/a Yes Yes

Sn60/Pb40 No n/a Yes Yes

1���6�)�%�'�,���G�S�Q�T�P�M�E�R�G�I���M�R�H�M�G�E�X�I�W���T�V�S�H�Y�G�X��does not���G�S�R�X�E�M�R���7�Y�F�W�X�E�R�G�I���W���S�J���:�I�V�]���, �M�K�L���' �S�R�G�I�V�R�����7�:�,�'�

�)�P�I�G�X�V�M�G�E�P���4�E�V�E�Q�I�X�I�V�W���'�L�E�V�E�G�X�I�V�M�W�X�M�G�W

�-�X�I�Q �4�E�V�E�Q�I�X�I�V�W���'�L�E�V�E�G�X�I�V�M�W�X�M�G�W

Operating Temperature Range �—�����q�'���X�S���������q�'����

Capacitance Change with Reference to 
+25°C and 0 VDC Applied (TCC)

�������	�����—�����	

Aging Rate (Maximum % Cap Loss/Decade Hour)7.0%

Dielectric Withstanding Voltage 250% of rated voltage 
(5±1 second and charge/discharge not exceeding 50 mA at 25ºC)

Dissipation Factor (DF) Maximum Limit at 25ºCSee Dissipation Factor Limit Table

Insulation Resistance (IR) Limit at 25°C���������Q�I�K�S�L�Q���Q�M�G�V�S�J�E�V�E�H�W���S�V�������+�¹
(Rated voltage applied for 120±5 seconds at 25°C)

�6�I�K�E�V�H�M�R�K���%�K�M�R�K���6�E�X�I�����' �E�T�E�G�M�X�E�R�G�I���Q�I�E�W�Y�V�I�Q�I�R�X�W�����M�R�G�P�Y�H�M�R�K���X�S�P�I�V�E�R�G�I����E�V�I���M�R�H�I�\�I�H���X�S���E���V�I�J�I�V�I�I���X�M�Q�I���S�J���������S�V����
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�4�S�W�X���)�R�Z�M�V�S�R�Q�I�R�X�E�P���0�M�Q�M�X�W

�,�M�K�L���8�I�Q�T�I�V�E�X�Y�V�I���0�M�J�I�����&�M�E�W�I�H���,�Y�Q�M�H�M�X�]���E�R�H���7�X�S�V�E�K�I���0�M�J�I

Style/Size
Rated 

 DC Voltage
Capacitance 

 Value
Dissipation Factor 

(Maximum %) 
Capacitance

Shift 
Insulation 
Resistance

C31X All All 5.0

±30%  
10% of Initial 

Limit
C32X, C33X, 

C34X

25 � �����������q�* 5.0

> 25 � �����������q�* 5.0

 25 / 50 �ž�����������q�* 20.0

C35X All All 5.0

�(�M�W�W�M�T�E�X�M�S�R���*�E�G�X�S�V�����(�*����0�M�Q�M�X���8�E�F�P�I

�7�X�]�P�I���7�M�^�I
�6�E�X�I�H�� 

�(�'���:�S�P�X�E�K�I
�6�E�X�I�H 

�'�E�T�E�G�M�X�E�R�G�I
�(�M�W�W�M�T�E�X�M�S�R���*�E�G�X�S�V��

���1�E�\�M�Q�Y�Q���	���

C31X All All 4.0

C32X, C33X, C34X

25 � �����������q�* 4.0

> 25 � �����������q�* 4.0

 25 / 50 �ž�����������q�* 10.0

C35X All All 4.0
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�����%���i���'�����<���7�X�]�P�I���7�M�^�I�����'�E�T�E�G�M�X�E�R�G�I���6�E�R�K�I���;�E�X�I�V�J�E�P�P

�'�����������'�����������'�����������'���������7�X�]�P�I���7�M�^�I�������������������E�R�H�����������������0�I�E�H���7�T�E�G�M�R�K�
�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�'�E�T�E�G�M�X�E�R�G�I
�'�E�T�E�G�M�X�E�R�G�I 
Tolerance

�'�E�T�E�G�M�X�E�R�G�I���'�S�H�I�����%�Z�E�M�P�E�F�P�I���'�E�T�E�G�M�X�E�R�G�I�

100pF

M = ±20% 
Z = +80%/ -20%

101 101 101 101 101
120pF 121 121 121 121 121
150pF 151 151 151 151 151
180pF 181 181 181 181 181
220pF 221 221 221 221 221
270pF 271 271 271 271 271
330pF 331 331 331 331 331
390pF 391 391 391 391 391
470pF 471 471 471 471 471
560pF 561 561 561 561 561
680pF 681 681 681 681 681
820pF 821 821 821 821 821
1000pF 102 102 102 102 102
1200pF 122 122 122 122 122
1500pF 152 152 152 152 152
1800pF 182 182 182 182 182
2200pF 222 222 222 222 222
2700pF 272 272 272 272 272
3300pF 332 332 332 332 332
3900pF 392 392 392 392 392
4700pF 472 472 472 472 472
5600pF 562 562 562 562 562
6800pF 682 682 682 682 682
8200pF 822 822 822 822 822
0.01µF 103 103 103 103 103
0.012µF 123 123 123 123 123
0.015µF 153 153 153 153 153
0.018µF 183 183 183 183 183
0.022µF 223 223 223 223 223
0.027µF 273 273 273 273 273
0.033µF 333 333 333 333 333
0.039µF 393 393 393 393 393
0.047µF 473 473 473 473 473
0.056µF 563 563 563 563 563
0.068µF 683 683 683
0.082µF 823 823 823

0.1µF 104 104 104
0.12µF 124 124 124
0.15µF 154 154 154
0.18µF 184 184 184
0.22µF 224 224 224
0.27µF 274 274
0.33µF 334 334
0.39µF 394 394
0.47µF 474 474
0.56µF 564 564
0.68µF 684 684
0.82µF 824
1.0µF 105

�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�����&���i���'�����<���7�X�]�P�I���7�M�^�I�����'�E�T�E�G�M�X�E�R�G�I���6�E�R�K�I���;�E�X�I�V�J�E�P�P

1���8�L�M�G�O�R�I�W�W���Q�E�\�M�Q�Y�Q�����8����!�����������������������������Q�Q����J�S�V���G�E�T�E�G�M�X�E�R�G�I���Z�E�P�Y�I�W���K�V�I�E�X�I�V���X�L�E�R���S�V���I�U�Y�E�P���X�S�����������v�*

�'�����������'�����������'�����������'�����������'���������7�X�]�P�I���7�M�^�I�������������������E�R�H�����������������0�I�E�H���7�T�E�G�M�R�K�
�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�'�E�T�E�G�M�X�E�R�G�I
�'�E�T�E�G�M�X�E�R�G�I 
Tolerance

�'�E�T�E�G�M�X�E�R�G�I���'�S�H�I�����%�Z�E�M�P�E�F�P�I���'�E�T�E�G�M�X�E�R�G�I�

100pF

M = ±20% 
Z = +80%/ -20%

101 101 101 101 101
120pF 121 121 121 121 121
150pF 151 151 151 151 151
180pF 181 181 181 181 181
220pF 221 221 221 221 221
270pF 271 271 271 271 271
330pF 331 331 331 331 331
390pF 391 391 391 391 391
470pF 471 471 471 471 471
560pF 561 561 561 561 561
680pF 681 681 681 681 681
820pF 821 821 821 821 821
1000pF 102 102 102 102 102
1200pF 122 122 122 122 122
1500pF 152 152 152 152 152
1800pF 182 182 182 182 182
2200pF 222 222 222 222 222
2700pF 272 272 272 272 272
3300pF 332 332 332 332 332
3900pF 392 392 392 392 392
4700pF 472 472 472 472 472
5600pF 562 562 562 562 562
6800pF 682 682 682 682 682
8200pF 822 822 822 822 822
0.01µF 103 103 103 103 103
0.012µF 123 123 123 123 123
0.015µF 153 153 153 153 153
0.018µF 183 183 183 183 183
0.022µF 223 223 223 223 223
0.027µF 273 273 273 273 273
0.033µF 333 333 333 333 333
0.039µF 393 393 393 393 393
0.047µF 473 473 473 473 473
0.056µF 563 563 563 563 563
0.068µF 683 683 683 683 683
0.082µF 823 823 823 823 823

0.1µF 104 104 104 104 104
0.12µF 124 124 124 124 124
0.15µF 154 154 154 154 154
0.18µF 184 184 184
0.22µF 224 224 224
0.27µF 274 274 274
0.33µF 334 334 334
0.39µF 394 394 394
0.47µF 474 474 474
0.56µF 564 564
0.68µF 684 684
0.82µF 824 824
1.0µF 105 105
1.2µF 125 125
1.5µF 155 155
1.8µF 185 185
2.2µF 225 225

�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�����&���i���'�����<���7�X�]�P�I���7�M�^�I�����'�E�T�E�G�M�X�E�R�G�I���6�E�R�K�I���;�E�X�I�V�J�E�P�P���G�S�R�X���H

1��
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�����'���i���'�����<���7�X�]�P�I���7�M�^�I�����'�E�T�E�G�M�X�E�R�G�I���6�E�R�K�I���;�E�X�I�V�J�E�P�P���G�S�R�X���H

1���8�L�M�G�O�R�I�W�W���Q�E�\�M�Q�Y�Q�����8����!�����������������������������Q�Q����J�S�V���G�E�T�E�G�M�X�E�R�G�I���Z�E�P�Y�I�W���K�V�I�E�X�I�V���X�L�E�R���S�V���I�U�Y�E�P���X�S�����������v�*

�'�����������'�����������'�����������'���������7�X�]�P�I���7�M�^�I�����������������������������������E�R�H�����������������0�I�E�H���7�T�E�G�M�R�K���
�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�'�E�T�E�G�M�X�E�R�G�I
�'�E�T�E�G�M�X�E�R�G�I 
Tolerance

�'�E�T�E�G�M�X�E�R�G�I���'�S�H�I�����%�Z�E�M�P�E�F�P�I���'�E�T�E�G�M�X�E�R�G�I�

0.022µF

M = ±20% 
Z = +80%/ -20%

223 223 223 223 223
0.027µF 273 273 273 273 273
0.033µF 333 333 333 333 333
0.039µF 393 393 393 393 393
0.047µF 473 473 473 473 473
0.056µF 563 563 563 563 563
0.068µF 683 683 683 683 683
0.082µF 823 823 823 823 823

0.1µF 104 104 104 104 104
0.12µF 124 124 124 124 124
0.15µF 154 154 154 154 154
0.18µF 184 184 184
0.22µF 224 224 224
0.27µF 274 274 274
0.33µF 334 334 334
0.39µF 394 394 394
0.47µF 474 474 474
0.56µF 564 564
0.68µF 684 684
0.82µF 824 824
1.0µF 105 105
1.2µF 125 125
1.5µF 155 155
1.8µF 185 185
2.2µF 225 225
2.7µF 275 275
3.3µF 335 335
3.9µF 395 395
4.7µF 475¹ 475¹
5.6µF 565¹
6.8µF 685¹
10µF 106¹
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�����(���i���'�����<���7�X�]�P�I���7�M�^�I�����'�E�T�E�G�M�X�E�R�G�I���6�E�R�K�I���;�E�X�I�V�J�E�P�P

�'�����������'�����������'�����������'�����������'���������7�X�]�P�I���7�M�^�I�������������������E�R�H�����������������0�I�E�H���7�T�E�G�M�R�K�
�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�'�E�T�E�G�M�X�E�R�G�I
�'�E�T�E�G�M�X�E�R�G�I 
Tolerance

�'�E�T�E�G�M�X�E�R�G�I���'�S�H�I�����%�Z�E�M�P�E�F�P�I���'�E�T�E�G�M�X�E�R�G�I�

4700pF

M = ±20% 
Z = +80%/ -20%

472* 472* 472* 472* 472*
5600pF 562* 562* 562* 562* 562*
6800pF 682* 682* 682* 682* 682*
8200pF 822* 822* 822* 822* 822*
0.01µF 103* 103* 103* 103* 103*
0.012µF 123* 123* 123* 123* 123*
0.015µF 153* 153* 153* 153* 153*
0.018µF 183* 183* 183* 183* 183*
0.022µF 223* 223* 223* 223* 223*
0.027µF 273* 273* 273* 273* 273*
0.033µF 333* 333* 333* 333* 333*
0.039µF 393* 393* 393* 393* 393*
0.047µF 473* 473* 473* 473* 473*
0.056µF 563* 563* 563* 563* 563*
0.068µF 683* 683* 683* 683* 683*
0.082µF 823* 823* 823* 823* 823*

0.1µF 104* 104* 104* 104* 104*
0.12µF 124* 124* 124* 124* 124*
0.15µF 154* 154* 154* 154* 154*
0.18µF 184* 184* 184* 184 184
0.22µF 224* 224* 224* 224 224
0.27µF 274* 274* 274* 274 274
0.33µF 334* 334* 334* 334 334
0.39µF 394* 394* 394* 394 394
0.47µF 474* 474* 474* 474 474
0.56µF 564* 564* 564* 564 564
0.68µF 684* 684* 684* 684 684
0.82µF 824* 824* 824* 824 824
1.0µF 105* 105* 105* 105 105
1.2µF 125* 125* 125 125 125
1.5µF 155* 155*
1.8µF 185* 185*
2.2µF 225* 225*

�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�����'�E�T�E�G�M�X�S�V���M�W���W�Y�T�T�P�M�I�H���[�M�X�L���E�����7�L�S�Y�P�H�I�V���&�I�R�H�����P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R���M�R���7�X�]�P�I���7�M�^�I���'���������E�R�H���'��������
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�����)���i���'�����<���7�X�]�P�I���7�M�^�I�����'�E�T�E�G�M�X�E�R�G�I���6�E�R�K�I���;�E�X�I�V�J�E�P�P

�'�����������'���������7�X�]�P�I���7�M�^�I�������������������0�I�E�H���7�T�E�G�M�R�K�
�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�'�E�T�E�G�M�X�E�R�G�I
�'�E�T�E�G�M�X�E�R�G�I 
Tolerance

�'�E�T�E�G�M�X�E�R�G�I���'�S�H�I�����%�Z�E�M�P�E�F�P�I���'�E�T�E�G�M�X�E�R�G�I�

0.068µF

M = ±20% 
Z = +80%/ -20%

683* 683* 683* 683* 683*
0.082µF 823* 823* 823* 823* 823*

0.1µF 104* 104* 104* 104* 104*
0.12µF 124* 124* 124* 124* 124*
0.15µF 154* 154* 154* 154* 154*
0.18µF 184* 184* 184* 184 184
0.22µF 224* 224* 224* 224 224
0.27µF 274* 274* 274* 274 274
0.33µF 334* 334* 334* 334 334
0.39µF 394* 394* 394* 394 394
0.47µF 474* 474* 474* 474 474
0.56µF 564* 564* 564* 564 564
0.68µF 684* 684* 684* 684 684
0.82µF 824* 824* 824* 824 824
1.0µF 105* 105* 105* 105 105
1.2µF 125* 125* 125 125 125
1.5µF 155* 155* 155
1.8µF 185* 185* 185
2.2µF 225* 225* 225
2.7µF 275 275
3.3µF 335 335
3.9µF 395 395
4.7µF 475 475
5.6µF 565 565
6.8µF 685 685
8.2µF 825 825
10µF 106 106

�6�E�X�I�H���:�S�P�X�E�K�I�����:�(�'� ���� 50 100 ������ ������

�:�S�P�X�E�K�I���'�S�H�I 3 5 1 �� A

�����7�X�]�P�I���7�M�^�I���'���������M�W���W�Y�T�T�P�M�I�H���M�R���E�����7�L�S�Y�P�H�I�V���&�I�R�H�����P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R�����*�S�V���E�H�H�M�X�M�S�R�E�P���M�R�J�S�V�Q�E�X�M�S�R���E�R�H���V�I�J�I�V�I�R�G�I���W�I�I���0�I�E�H���'�S�R�¤�K�Y�V�E�X�M�S�R�W��
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�7�S�P�H�I�V�M�R�K���4�V�S�G�I�W�W

�6�I�G�S�Q�Q�I�R�H�I�H���7�S�P�H�I�V�M�R�K���1�I�X�L�S�H�W��
• Solder Wave 
• Hand Soldering (Manual)

�6�I�G�S�Q�Q�I�R�H�I�H���7�S�P�H�I�V�M�R�K���4�V�S�¤�P�I��
�u���3�T�X�M�Q�Y�Q���;�E�Z�I���7�S�P�H�I�V���4�V�S�¤�P�I��

0
25
50
75

100
125
150
175
200
225
250

1 2 3
Time (Minutes)

De
gr

ee
s 

– 
Cº

4 5 6

Flux Zone Preheat Zone

Entrance to Solder Wave Exit from Solder Wave

Hot Air Debridging

Exit from
Solder

Machine

(Time in Wave – 2 to 4 Seconds)

Solder Wave Peak
Temperature 260ºC
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�8�E�F�P�I�������i���4�I�V�J�S�V�Q�E�R�G�I���
���6�I�P�M�E�F�M�P�M�X�]�����8�I�W�X���1�I�X�L�S�H�W���E�R�H���'�S�R�H�M�X�M�S�R�W

�7�X�V�I�W�W �6�I�J�I�V�I�R�G�I �8�I�W�X���S�V���-�R�W�T�I�G�X�M�S�R���1�I�X�L�S�H

Solderability �.�i�7�8�(�i������ �1�E�K�R�M�¤�G�E�X�M�S�R�������<�����'�S�R�H�M�X�M�S�R�W�� 
     a) Method A, at 235°C, Category 3

Temperature Cycling �.�)�7�(�������1�I�X�L�S�H���.�%�i������ �����G�]�G�P�I�W�����—�����q�'���X�S�����������q�'������Q�I�E�W�Y�V�I�Q�I�R�X���E�X���������L�S�Y�V�W�������—�����L�S�Y�V�W���E�J�X�I�V���X�I�W�X���G�S�R�G�P�Y�W�M�S�R��

Biased Humidity
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

103

Load humidity, 1,000 hours 85°C/85%RH and rated voltage. Add 100 K ohm resistor. 
�1�I�E�W�Y�V�I�Q�I�R�X���E�X���������L�S�Y�V�W�������—�����L�S�Y�V�W���E�J�X�I�V���X�I�W�X���G�S�R�G�P�Y�W�M�S�R��
Low volt humidity, 1,000 hours 85C°/85%RH and 1.5 V. Add 100 K ohm resistor. 
�1�I�E�W�Y�V�I�Q�I�R�X���E�X���������L�S�Y�V�W�������—�����L�S�Y�V�W���E�J�X�I�V���X�I�W�X���G�S�R�G�P�Y�W�M�S�R��

Moisture Resistance
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

106
�X���!���������L�S�Y�V�W���G�]�G�P�I�����7�X�I�T�W�����E���E�R�H�����F���R�S�X���V�I�U�Y�M�V�I�H�����9�R�T�S�[�I�V�I�H�����1�I�E�W�Y�V�I�Q�I�R�X���E�X���������L�S�Y�V�W��
�����—�����L�S�Y�V�W���E�J�X�I�V���X�I�W�X���G�S�R�G�P�Y�W�M�S�R��

Thermal Shock
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

107
�—�����{�'���X�S�����������q�'�������2�S�X�I�����2�Y�Q�F�I�V���S�J���G�]�G�P�I�W���V�I�U�Y�M�V�I�H���i�������������1�E�\�M�Q�Y�Q���X�V�E�R�W�J�I�V���X�M�Q�I���i��������
�W�I�G�S�R�H�W�����(�[�I�P�P���X�M�Q�I���i���������Q�M�R�Y�X�I�W�����%�M�V���i���%�M�V��

High Temperature Life
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

���������)�-�%�i������
1,000 hours at 125°C (85°C for Z5U) with 1 X rated voltage applied.

Storage Life
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

108
125°C, 0 VDC for 1,000 hours.

Vibration
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

204

�����K���J�S�V���������Q�M�R�Y�X�I�W�����������G�]�G�P�I�W���I�E�G�L���S�J�������S�V�M�I�R�X�E�X�M�S�R�W�����2�S�X�I�����9�W�I�������<�������4�'�&���������������X�L�M�G�O������
secure points on one long side and 2 secure points at corners of opposite sides. Parts 
mounted within 2" from any secure point. Test from 10-2000 Hz.

Resistance to Soldering 
Heat

�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��
210

�'�S�R�H�M�X�M�S�R���&�����2�S���T�V�I�L�I�E�X���S�J���W�E�Q�T�P�I�W�����2�S�X�I�����W�M�R�K�P�I���[�E�Z�I���W�S�P�H�I�V���i���T�V�S�G�I�H�Y�V�I������

Terminal Strength
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

211
Conditions A  (454g), Condition C (227g)

Mechanical Shock
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

213
Figure 1 of Method 213, Condition C.

Resistance to Solvents
�1�-�0�i�7�8�(�i���������1�I�X�L�S�H��

215
�%�H�H���E�U�Y�I�S�Y�W���[�E�W�L���G�L�I�Q�M�G�E�P���i���3�/�)�1���'�P�I�E�R���S�V���I�U�Y�M�Z�E�P�I�R�X������

�7�X�S�V�E�K�I���
���,�E�R�H�P�M�R�K

The un-mounted storage life of a leaded ceramic capacitor is dependent upon storage and atmospheric conditions as 
�[�I�P�P���E�W���T�E�G�O�E�K�M�R�K���Q�E�X�I�V�M�E�P�W�����;�L�M�P�I���X�L�I���G�I�V�E�Q�M�G���G�L�M�T�W���I�R�Z�I�P�S�T�I�H���Y�R�H�I�V���X�L�I���I�T�S�\�]���G�S�E�X�M�R�K���X�L�I�Q�W�I�P�Z�I�W���E�V�I���U�Y�M�X�I���V�S�F�Y�W�X��
�M�R���Q�S�W�X���I�R�Z�M�V�S�R�Q�I�R�X�W�����W�S�P�H�I�V�E�F�M�P�M�X�]���S�J���X�L�I���[�M�V�I���P�I�E�H���S�R���X�L�I���¤�R�E�P���I�T�S�\�]���G�S�E�X�I�H���T�V�S�H�Y�G�X���[�M�P�P���F�I���H�I�K�V�E�H�I�H���F�]���I�\�T�S�W�Y�V�I���X�S��
high temperatures, high humidity, corrosive atmospheres, and long term storage. In addition, packaging materials will be 
�H�I�K�V�E�H�I�H���F�]���L�M�K�L���X�I�Q�T�I�V�E�X�Y�V�I���E�R�H���I�\�T�S�W�Y�V�I���X�S���H�M�V�I�G�X���W�Y�R�P�M�K�L�X���i���V�I�I�P�W���Q�E�]���W�S�J�X�I�R���S�V���[�E�V�T�����E�R�H���X�E�T�I���T�I�I�P���J�S�V�G�I���Q�E�]���M�R�G�V�I�E�W�I��

KEMET recommends storing the un-mounted capacitors in their original packaging, in a location away from direct sunlight, 
and where the temperature and relative humidity do not exceed 40 degrees centigrade and 70% respectively. For optimum 
�W�S�P�H�I�V�E�F�M�P�M�X�]�����G�E�T�E�G�M�X�S�V���W�X�S�G�O���W�L�S�Y�P�H���F�I���Y�W�I�H���T�V�S�Q�T�X�P�]�����T�V�I�J�I�V�E�F�P�]���[�M�X�L�M�R���������Q�S�R�X�L�W���S�J���V�I�G�I�M�T�X�����*�S�V���E�T�T�P�M�G�E�X�M�S�R�W���V�I�U�Y�M�V�M�R�K��
�T�V�I���X�M�R�R�M�R�K���S�J���G�S�Q�T�S�R�I�R�X�W�����W�X�S�V�E�K�I���P�M�J�I���Q�E�]���F�I���I�\�X�I�R�H�I�H���M�J���W�S�P�H�I�V�E�F�M�P�M�X�]���M�W���Z�I�V�M�¤�I�H�����&�I�J�S�V�I���G�P�I�E�R�M�R�K�����F�S�R�H�M�R�K���S�V���Q�S�P�H�M�R�K���X�L�I�W�I��
�H�I�Z�M�G�I�W�����M�X���M�W���M�Q�T�S�V�X�E�R�X���X�S���Z�I�V�M�J�]���X�L�E�X���]�S�Y�V���T�V�S�G�I�W�W���H�S�I�W���R�S�X���E�J�J�I�G�X���T�V�S�H�Y�G�X���U�Y�E�P�M�X�]���E�R�H���T�I�V�J�S�V�Q�E�R�G�I�����/�)�1�)�8���V�I�G�S�Q�Q�I�R�H�W��
�X�I�W�X�M�R�K���E�R�H���I�Z�E�P�Y�E�X�M�R�K���X�L�I���T�I�V�J�S�V�Q�E�R�G�I���S�J���E���G�P�I�E�R�I�H�����F�S�R�H�I�H���S�V���Q�S�P�H�I�H���T�V�S�H�Y�G�X���T�V�M�S�V���X�S���M�Q�T�P�I�Q�I�R�X�M�R�K���E�R�H���S�V���U�Y�E�P�M�J�]�M�R�K���E�R�]��
of these processes.
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�'�S�R�W�X�V�Y�G�X�M�S�R
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�4�E�G�O�E�K�M�R�K���5�Y�E�R�X�M�X�M�I�W

�7�X�]�P�I��
Size

�7�X�E�R�H�E�V�H���&�Y�P�O��
�5�Y�E�R�X�M�X�]

Ammo Pack 
�5�Y�E�R�X�M�X�]��
Maximum

�6�I�I�P���5�Y�E�R�X�M�X�] 
Maximum
�����������6�I�I�P�

315

500/Bag

2500 2500

316

317

318

320

321 N/A N/A

322

2500 2500

323

324

325

326

327

328

330

250/Bag

1500 1500

331 N/A N/A

333

1500335

336

340
100/Bag 1000 1000

346

350
50/Bag N/A 500

356
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

F
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)

�'�I�V�E�Q�M�G���6�E�H�M�E�P���8�E�T�I���E�R�H���6�I�I�P���(�M�Q�I�R�W�M�S�R�W���G�S�R�X���H
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F
±0.78 (0.030)1

P1

±0.30 (0.012)1

P
±0.3 (0.012)

P2

±1.3 (0.51)

H H0
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Packaging C-Spec3

7301/7305 7303/7317 7301/7305 7303/7317

2.54 (0.100) 5.08 (0.200) 12.7 (0.500) 6.35 (0.250)  

16.0±0.5
(0.630±0.020)

18.0 (0.709)
Minimum

16.0±0.5
(0.630±0.020)

18.0 (0.709)  
Minimum

4.32 (0.170) 3.89 (0.153) 12.7 (0.500) 6.35 (0.250)  

5.08 (0.200) 3.81 (0.150) 12.7 (0.500) 6.35 (0.250)  

5.59 (0.220) 3.25 (0.128) 12.7 (0.500) 6.35 (0.250)  

6.98 (0.275) 2.54 (0.100) 12.7 (0.500) 6.35 (0.250)  

7.62 (0.300) 2.24 (0.088) 12.7 (0.500) 6.35 (0.250)  

9.52 (0.375) 7.62 (0.300) 12.7 (0.500) 6.35 (0.250)  

10.16 (0.400) 7.34 (0.290) 25.4 (1.000) N/A

12.06 (0.475) 6.35 (0.250) 25.4 (1.000) N/A

14.60 (0.575) 5.08 (0.200) 25.4 (1.000) N/A

17.14 (0.675) 3.81 (0.15) 25.4 (1.000) N/A
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Radial Leaded Multilayer Ceramic Capacitors  
Goldmax, 300 Series, Conformally Coated, Z5U Dielectric, 25 – 250 VDC (Commercial Grade)
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checking and verifying the extent to which the Information contained in this publication is applicable to an order at the time the order is placed.

All Information given herein is believed to be accurate and reliable, but it is presented without guarantee, warranty, or responsibility of any kind, expressed or implied.

Statements of suitability for certain applications are based on KEMET Electronics Corporation’s (“KEMET”) knowledge of typical operating conditions for such 
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technical advice inferred from this Information or otherwise provided by KEMET with reference to the use of KEMET’s products is given gratis, and KEMET assumes no 
obligation or liability for the advice given or results obtained.
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(such as installation of protective circuitry or redundancies) in order to ensure that the failure of an electrical component does not result in a risk of personal injury or 
property damage.
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  KEMET is a registered trademark of KEMET Electronics Corporation.


